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ALL CABLING INIlICATED WITHIN THE WIRING DIAGRAM IN DETAIL #2 OF THIS SHEET SHALL BE INSTALLED BY THE AV CONTRACTOR AWARDED
THIS PROJECT.

NOTES:
1. INSTALL (1) CATEGORY 6, PLENUM RATED CABLE BETWEEN EACH STUDENT STATION AND THE KORG SYSTEM RACK UTILIZING THE
WALL OUTLET BOXES INDICATED AS "K" AND THE (11) FLOOR BOXES AND CONDUIT. THERE ARE A TOTAL OF 28 STUDENT STATIONS.
1.1. TERMINATE CABLE ONTO RJ45 JACKS AT STUDENT END AND INCLUDE FACEPLATES.
1.2. TERMINATE CABLE ONTO RJ45 PLUGS AT KORG SYSTEM RACK AND CONNECT TO KORG GEC 5 CONTROLLER PRE WIRING
DIAGRAM.
2. TERMINATE AND LABEL EACH END OF EVERY CABLE AS INDICATED ON THE WIRING DIAGRAM.
PERFORM A CONTINUITY TEST FOR ALL CABLING INSTALLED.
4. INSTALLATION OF ALL DEVICES IS REQUIRED TO FURNISH A COMPLETELY INSTALLED AND FUNCTIONAL SYSTEM AS DEFINED WITHIN
THESE BID DOCUMENTS.
5. CABLING, CONNECTIONS, JUMPERS AND AV PATCH CORDS NOT INDICATED WITHIN THE BOM BUT NECESSARY FOR THE SYSTEMS FULL
FUNCTIONALITY SHALL BE PROVIDED AND INSTALLED BY THE AV CONTRACTOR AWARDED THIS PROJECT.

w

MIDI TECHNOLOGY LAB PLAN VIEW
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NOTES:

1. REFER TO SPECIFICATION AND BILL OF MATERIAL FOR ALL STANDS.
2. ALL CABLING, CONFIGURATION, AND DEVICES FOR A FULLY FUNCTIONAL SYSTEM ARE REQUIRED

2 MIDI TECHNOLOGY LAB WIRING DIAGRAM

1/4" = 1'-0"

MFG PART NO. PRODUCT DESCRIPTION QTY
Korg GEC5 Group Education Controller 5 - Teacher Unit 1
Korg GEC5 Student Interface 28
Yamaha CM500 Headset with Boom Mic 35
Hosa CPR-201 Sterio Dual 1/4" TS to Dual RCA Stereo Interconnect Cable 35
Hosa CMP-159 Stereo Breakout Cable - 3.5mm TRS Male-Left and Right 1/4" TS Male - 10' 35
Hosa CMR-203 Stereo Breakout Cable - 3.5mm TRS Male to Left and Right RCA Male - 3' 35
Hosa CPP-203 Dual 1/4" TS to Dual 1/4" TS Stereo Interconnect Cable, 3 Meters 35
Middle Atlantic [SWR-12 CABINET 2 1/2"D X 25 1/8” H 1
JBL 308P MKII Powered 8" Two-Way Studio Monitor 2
Pro Co BP-10 Balanced TRS Patch Cable 2
ON-STAGE SMS6000-P Studio Monitor Stands (Pair) 1
FURMAN M-8X2 8 Outlet Power Conditioner 1
Apple 27" iMac iMac with 8-Core Processor 1
Apple 21" iMac iMac with 6-Core Processor 28
Novation AMS-LAUNCHKEY-61-MK3 (61-key Midi Keyboard Controller 28
M-Audio Hammer 88 88-key Midi Keyboard Controller 1
Gator Frameworks | GFW-KEY-2000X Deluxe "X" Style Keyboard Stand 1
MISC Category Rated Cabling requried for copnnections 28
XP-PEN ARTIST DISPLAY 12 PRO |11.6 Inch Drawing Monitor Pen Display Full-Laminated 29
ADOBE SUITE 1-Year Subscription 29

3 MIDI TECHNOLOGY LAB BOM

NONE

SECURE ATTACHMENT NOTE

SECURE ATTACHMENT OF TECHNOLOGY ITEMS
To ensure proper attachment of Fixtures, Furnishings &

are attached to wall, ceiling, overhead structure, and/or floor,
Contractor shall provide information adequate for architect to
verify items, attached to wall, ceiling, and/or floor are attached
securely and per manufacturer’s recommendations. Architect’s
review may be implemented during submittal process.

Contractor shall provide struts, hangers, fasteners, safety
harnesses, channels, bolts, screws, rods, etc. to securely attach
items to existing structure as required to meet field conditions
and meet applicable codes.

Equipment items, including and Technology items, where “items”
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